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Pavement rejuvenators are used as a cost-effective method for maintaining roadways. 
This project examined asphalt-based, bio-based, and coal-tar-based rejuvenators to determine 
rejuvenator effectiveness and the concentrations of polycyclic aromatic hydrocarbons (PAHs) in 
particulate material detached from pavement surfaces treated with each rejuvenator. Through 
testing using a Model Mobile Load Simulator (MMLS) and Gas Chromatography analysis, we 
observed that rejuvenators qualitatively appeared to improve pavement surface appearance, and 
determined PAHs were present in particulate material detached from pavement samples treated 
with the rejuvenators. Based on our results, we recommend the use of bio-based rejuvenators 
because of the improvement in surface appearance and that the particulate material detached 





The research and testing conducted in this project investigated the effectiveness and 
potential environmental impacts of three types of pavement rejuvenators. A pavement 
rejuvenator is a substance that is applied to pavement surfaces to revitalize old asphalt, thereby 
extending its life. Applying rejuvenators allows municipalities to improve roadway pavements at 
a lower cost than completely renovating and repaving roads. There is a lack of published 
research on rejuvenators and as a result, little is known about how rejuvenators may affect the 
environment. This project investigated the performance of three types of pavement rejuvenators 
and analyzed the chemicals present to determine any potentially harmful environmental impacts. 
The three rejuvenators tested were an asphalt-based rejuvenator, a coal-tar-based rejuvenator and 
a bio-based rejuvenator. 
To assess the environmental impacts, particulate matter that had detached from 
pavements treated with each type of rejuvenator was collected, extracted with methylene 
chloride, and injected into a gas chromatograph to quantify polycyclic aromatic hydrocarbons 
(PAHs) present in the particulate matter. PAHs are carcinogenic and are a concern to public 
health and aquatic life. If PAHs are present in this particulate matter during testing, it can be 
inferred that they are present in particulate matter released from pavements on roadways. The 
mobilization of this particulate material could cause problems in the environment because of the 
presence of PAHs. 
To conduct our tests, a PaveTesting Model Mobile Load Simulator machine (MMLS) 
was used. Pavement disks coated with the different types of rejuvenators were cycled through the 
MMLS machine to simulate roads being driven on through repeated tire-pavement contacts. The 
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MMLS simulation dislodged particulate matter that was then chemically analyzed through GC 
analysis. Concentrations of PAHs in each sample were reported. 
Results indicated that the coal-tar-based rejuvenator performed well with respect to 
limiting the mass of particulate that was mobilized from the car tire abrasion. The asphalt-based 
rejuvenator had the worst performance in this comparison in that the greatest mass of particulate 
matter was released. The particulate from the coal-tar-based rejuvenator coated asphalt disks 
however, contained a high concentration of PAHs. The data confirmed our hypothesis that coal-
tar-based rejuvenator would have more PAHs in particulate than the asphalt-based rejuvenator or 
the bio-based rejuvenator. The PAH total for the detached material from the coal-tar-based 
rejuvenator run was 3,440 ± 380 mg PAH/kg sample. In contrast, the detached material from the 
bio-based rejuvenator run contained 582 ± 57 mg PAH/kg sample and the detached material 
from the asphalt-based rejuvenator run contained 364 ± 26 mg PAH/kg sample. 
Based on our findings, we recommend bio-based rejuvenators for use on roadway 
pavements based on their low PAH concentrations and good performance in our visual 
assessment of the pavement surfaces. We do not recommend using coal-tar based rejuvenators 
due to environmental concerns despite their favorable performance in a visual surface 
assessment, as the particulate matter contained a greater concentration of total PAHs than the 
other two types of rejuvenators evaluated in this work. We also recommend further testing of 




Statement about Professional Licensure 
The reason for obtaining a professional license is to ensure that projects that involve the 
public can be completed and approved by professional engineers. This protects the public from 
any potential mishaps that could occur without the direct involvement of a professional engineer. 
The process to gain a professional license is demanding to ensure the engineer is qualified and 
competent in their field of work. Many companies now limit their work to be with professional 
engineers, and projects involving the public are required to have oversight by professional 
engineers. In addition, licensure allows for the engineer to get proper recognition for the quality 
work that they accomplish. 
Obtaining a professional engineering license is not an easy process, it first requires an 
engineering degree from an ABET accredited university. Before obtaining the license, you also 
must take the Fundamentals of Engineering exam (FE). After passing the FE exam, the engineer 
then must complete four years of qualified professional experience, and then take and pass the 






Capstone Design Statement 
The design requirements for this project were satisfied in two ways: 
1. Experimental protocol was designed to obtain our data and analyze our results. 
2. A solution for a containment and monitoring method was designed for preventing the 
spread of PAHs from pavements treated with coal-tar-based rejuvenators. 
The Major Qualifying Project at WPI includes a capstone design requirement set forth by 
the Accreditation Board of Engineering and Technology (ABET). ABET General Criterion 4 
states: “Students must be prepared for engineering practice through the curriculum culminating 
in a major design experience based on the knowledge and skills acquired in earlier course work 
and incorporating engineering standards and realistic constraints that include most of the 
following consideration: economic; environmental; sustainability; manufacturability; ethical; 
health and safety; social; and political.” 
Experiments were designed intended to determine the chemical composition of detached 
particulate from pavement that had been treated with different types of rejuvenator in a 
laboratory setting. Previous tests of this nature performed with detached pavement samples 
collected from roadways, however this method allows for a greater range of variables to affect 
the experiment. This experiment used a Model Mobile Load Simulator (MMLS) to produce 
detached pavement samples in a laboratory setting, with limited external variables. The MMLS 
was operated for 24 hours for each rejuvenator run and any detached material was collected. 
Methylene chloride was used to solvate the detached material, so it could be analyzed through 
gas chromatography. The experimental design considered environmental impacts. 
The second design completed in this project was a solution for roadways with high PAH 
concentrations from rejuvenator application. Containment, removal, and treatment solutions were 
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considered, and containment was chosen because it would greatly reduce the risk of initial 
exposure to PAHs. The design solution consisted of painting over the contaminated surface in 
high traffic areas and sealing the paint layer with fresh asphalt. Over time, the top asphalt layer 
will wear away and when the paint is revealed it would signal that the road should be resealed to 
continue the containment of the PAHs. The paint would only be applied in high traffic areas 
because these areas would wear away first and painting the entire roadway would be more 
expensive. Through cost analysis, standard highway paint used by municipalities was determined 
to be the most economically viable. This solution design considered environmental, 
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Chapter 1: Introduction 
In order to maintain roads and extend pavement life, there have been different approaches 
and products developed. Pavement rejuvenators may be a promising alternative to removing and 
repaving end-of-life road pavements. Research is ongoing to determine the effectiveness of 
different types of rejuvenators for extending the service life of asphalt pavements. Municipalities 
are leaning towards the use of rejuvenators due to the possible significant cost savings. Some 
rejuvenation products have been around for several decades; but recently the use of some of 
these products has come into question due to the possible negative environmental and health 
effects.  
Many studies have been completed looking at the effectiveness and environmental 
implications of various pavement sealers and binders, however, not many studies have been 
conducted looking at pavement rejuvenators. Rejuvenator products function by penetrating the 
surface of pavement and replenishing chemicals restoring flexibility. This prevents roads from 
becoming brittle and eventually cracking. Rejuvenators are available with asphalt base, coal-tar 
base, and environmentally friendly bio-based products (such as soybean oil). Recently, studies 
have shown that coal-tar-based pavement rejuvenators contain polycyclic aromatic hydrocarbons 
(PAHs), some of which are known carcinogens. Since these chemicals are being applied directly 
to road surfaces, wear and tear can cause these potentially harmful chemicals to be released into 
the environment.  
The goal of this project was to (1) qualitatively evaluate the effect of different 
rejuvenators on pavement surface appearance after repeated tire loading experiments, and (2) 
quantify contaminant mobilization via detached particulate material from rejuvenated pavement 
samples subjected to repeated tire loading. The PAH contaminants in the dust mobilized from 
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pavements treated with coal-tar-based rejuvenator, asphalt-based rejuvenator and bio-based 
rejuvenator were quantified and compared. This material was analyzed via gas chromatography 





Chapter 2: Background 
2.1 Asphalt Rejuvenation Techniques 
There are multiple techniques to revitalize asphalt surfaces. Different regions require 
different products to make roads and other asphalt surfaces last as long as possible and minimize 
repair costs. Pavement rejuvenators and sealers are among the most commonly used products for 
road revival. Pavement rejuvenators are used as preventative maintenance; they are applied to the 
surface of a new road to protect it and strengthen the binder in the asphalt base (Standard 
Practice for Pavement Recycling, 1988). Pavement rejuvenators can also be incorporated into 
recycled pavement that will re reapplied to the road. There are products on the market, such as 
Revive, that are specifically designed to be incorporated into recycled asphalt to help control the 
flexibility and stiffness of the recycled asphalt (ArrMaz, 2018). Applying rejuvenators to a new 
road has the potential to make the pavement last between two and five years longer. Pavement 
sealers can be applied after years of use to fill cracks and repair imperfections on the surface of 
the asphalt. Pavement sealers also prevent liquids like gasoline and oil from entering the asphalt, 
so the degradation of the asphalt surface happens at a slower pace (Crenson, 2010). 
Rejuvenators are typically applied to the road in warm weather so they cure better. In 
order to apply the rejuvenator to a pavement surface, the surface must first be cleaned using a 
power broom. A truck containing rejuvenator will then apply the rejuvenator by spraying it onto 
the pavement surface as the truck drives over the roadway. To ensure of complete coverage, 
workers will take manual sprayers and apply the rejuvenator to difficult-to-reach areas. After the 
rejuvenator is applied, sand may be applied to the pavement surface and left to sit for 24 hours. 
This is done as another step to help the rejuvenator cure. After this period, the sand will be swept 
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off the area (Metropolitan Government of Nashville and Davidson County, n.d.). Rejuvenating 
the pavement when the asphalt is initially applied is claimed to reduce the cost of maintenance of 
the pavement. Since the rejuvenator is expected to extend the life of the pavement, roads do not 
have to be repaved as often.  
2.2 Asphalt-Based Rejuvenators and Sealants 
The first type of rejuvenator developed was an asphalt-based rejuvenator. It was created 
in 1960 by the Golden Bear Oil Company and named Reclamite. The main reason Golden Bear 
Oil Company decided to create a rejuvenator was to restore roadways without having to 
completely re-pave the entire surface. Reclamite’s main purpose is to soften the surface of 
oxidized pavement. The rejuvenator is partially absorbed into the asphalt binder to increase 
pavement life (Brownridge, 2010). This is done by adjusting the properties within the pavement 
mixture. For asphalt rejuvenators, it is best for them to be sprayed on the pavement surfaces 
during hot weather because the heat increases the absorption rate of the rejuvenator.  
Asphalt-based rejuvenators are made up of two main materials. First, there are the 
asphaltenes which are a group of large molecular sized chemicals that are insoluble in n-pentane. 
The asphaltenes precipitate out when combined with n-pentane and what remains (doesn’t 
precipitate) are maltenes, the other main material in asphalt rejuvenators. Maltenes have four 
identified components, which are first acidiffins, second acidiffins, nitrogen bases, and saturated 
hydrocarbons. The maltenes are important compounds that help rejuvenators incorporate into 
pavement. These are the components of the rejuvenator that revitalize the road surface (Boyer, 
2000). For the rejuvenator to properly function, there needs to be a balanced blend of maltenes in 
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an oil-in-water emulsion tailored to the specific properties of the maltenes in the mix 
(Brownridge, 2010). 
In order to test specific ratios in the asphalt-based rejuvenators, the Rostler Analysis is 
used. The test, named after its developer Fritz Rostler, assesses the relationship of the maltenes 




 (Equation 1) 
PC=Polar Compounds   A1=First Acidiffins 
A2=Second Acidiffins   S=Saturated Hydrocarbons 
The range for this value should fall somewhere between 0.3 and 0.6. 
 
The specific ratios in the asphalt-based rejuvenator are used for changing properties of 
the actual rejuvenator. The rejuvenator needs to have a high insolubility in water, so it will not be 
washed away. The ideal viscosity at 25 oC is between 15-40 SFS (saybolt furol seconds) 
(Brownridge, 2010). This makes the rejuvenator able to be absorbed without being too runny.  
Skid resistance is a concern when applying asphalt-based rejuvenators to roads. When the 
rejuvenators are applied, they can reduce the skid resistance of the road for up to a year. A lack 
of skid resistance can be particularly dangerous in areas where the weather affects road 
conditions. Drivers would need to account for the compromised weather conditions and for the 
presence of a new rejuvenator on the road. If a newly sprayed rejuvenator is not absorbed within 
24-48 hours, it should be scraped off to prevent safety concerns like this (Brown, 1988). Another 
concern about applying asphalt-based rejuvenators are their chemical properties. Rejuvenators 
are typically composed of asphaltenes which are insoluble in water, not affected by oxidation, 
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and they have highly reactive sub-fractions (Brownridge, 2010). These properties, while making 
these rejuvenators good at reviving the roads, would make it difficult for clean up if the need 
should arise. The insolubility of the rejuvenator in water would make it easy to separate in case 
of a spill because they would not dissolve in the water, but since some of these compounds do 
not oxidize, clean up would still be difficult.  
Asphalt-based sealants have been around for longer than rejuvenators. Their chemical 
composition is similar and with that similar environmental concerns exist. Many asphalt-based 
sealants use a mixture of aliphatic and aromatic hydrocarbons, including polycyclic aromatic 
hydrocarbons (PAHs). This is of concern because some PAHs are known carcinogens. Since 
they are prominent in asphalt-based sealers, this runs the risk of these PAHs getting into 
waterways if any particulate matter was released from the road coated with this sealant (Simon, 
2006).  
2.3 Coal-Tar-Based Rejuvenators and Sealants 
Coal-tar is a viscous, black, oily substance that is a by-product of coke production. This 
substance is found in many products, including soaps, dandruff shampoos, and roofing materials. 
Coal-tar or coal-tar pitch also constitutes 20-40% of coal tar sealers. Unfortunately, coal-tar is a 
source of polycyclic aromatic hydrocarbons (PAHs), which if consumed can lead to the 
possibility of skin, bladder, lung, or respiratory cancer (Thibeault Jr., 2016). PAHs are also toxic 
to aquatic organisms. 
Coal-tar-based rejuvenators represent a large portion of rejuvenator products that are used 
on pavements. In a general sense, they provide the same benefits as other product types, but are 
also known to provide protection from fuel spills. Coal-tar-based materials provide a higher level 
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of fuel resistance because there is a residual amount of coal-tar left on top of the pavement. The 
rejuvenator’s thickness allows it to last longer and maintain its fuel resistant characteristics until 
cracks develop in the road surface or it is worn off from traffic (Shoenberger, 2003). 
While there has not been a significant amount of research done on coal-tar-based 
rejuvenators, there has been more research done on coal-tar-based sealants. In 2016, the U.S. 
Geological Survey (USGS) and Milwaukee Metropolitan Sewerage District performed a study 
on 40 different streambeds. The results of this study indicated that the primary transport method 
of toxic PAHs in the sampled streambeds was stormwater runoff. These toxic PAHs originated 
from pavement surface debris that had been treated with coal-tar-based sealants. In Milwaukee, 
scientists collected sediment samples from streambed sites and dust samples from parking lot 
sites. According to their results, dust from coal-tar-based sealant was the source of on average 
77% of the PAHs in the sediment samples (Baldwin et al., 2016). Coal-tar-based sealants contain 
an average concentration of sixteen PAHs about 1,300 times greater than asphalt-based sealants 
(Weinhold, 2012). Unfortunately contact with tires, wind, and stormwater can disperse PAH-
laden particles. Other studies have shown that there are risks involved when tracking particles of 
coal-tar sealant into homes (Baldwin et al., 2016).  
2.4 Bio-Based Rejuvenators  
Bio-based pavement rejuvenators were developed in the early 2000s as an eco-friendly 
alternative to the coal-tar and asphalt-based rejuvenators that were on the market. Bio-based 
rejuvenators work the same way as the other rejuvenators, except the medium that transfers the 
polymers to the pavement surface is an agricultural product, usually 70-85% soybean or 
vegetable oil. Currently, the market for this alternative is dominated by two products, RePLAY 
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(manufactured by BioSpan) and Biorestor (manufactured by BioBased Spray Systems). 
However, other products are starting to surface on the market such as Cargill’s Anova 1900 
rejuvenator. Overall, bio-based products have yet to be widely adopted and are still being tested 
to see if they meet the same standards as their coal-tar-based and asphalt-based counterparts. A 
study conducted by the University of Minnesota and the Minnesota Department of 
Transportation indicated that the products improved pavement samples in laboratory testing. 
However, no significant improvement was found in field testing (Marasteanu, 2016). 
2.5 Polycyclic Aromatic Hydrocarbon Contamination from Rejuvenators 
Polycyclic aromatic hydrocarbons (PAHs) are chemical compounds made up of multiple 
aromatic rings that are fused together. These aromatic rings are benzene rings, which are made 
up of six carbon atoms and six hydrogen atoms. The carbons are bonded to each other in a ring, 
with each carbon atom bonded to two others, in a resonant structure. There is one hydrogen atom 
attached to each carbon atom in the ring. Below are structures for two different common PAHs, 
phenanthrene and benz(a)anthracene. 
 
Figure 1: Structures for two Common PAHs, Phenanthrene (left), Benz[a]anthracene (right) 





There are over 100 known PAHs in air, food, and water. They are rarely found in nature 
but are commonly created from man-made processes. PAHs are by-products of natural 
combustion or high-pressure processes, and are a component to many fossil fuels, coal-tar pitch 
and creosote (Agency for Toxic Substances and Disease Registry, 2009). They are also found in 
cigarette smoke and food items that are cooked over charcoal or grilled. 
PAHs are typically in a solid form when pure and possess low volatility. They can be 
photo-oxidized or degraded to similar substances. Their concentrations in water are usually low 
because of their low aqueous solubilities, however they can be bound to particulate material, 
thereby mobile. They can accumulate in soil and leach into water from there. Their presence in 
soil means they can be absorbed by plants (Agency for Toxic Substances and Disease Registry, 
2009). Of the 100 known PAHs, there are sixteen that are particularly toxic to mammals and 
marine life: acenaphthylene, acenaphthene, anthracene, benzo[a]anthracene, benzo[a]pyrene, 
benzo[b]fluoranthene, benzo[k]fluoranthene, benzo[ghi]perylene, chrysene, 
dibenzo[a,h]anthracene, fluoranthene, fluorene, indeno[1,2,3-cd]pyrene, naphthalene, 
phenanthrene, and pyrene (Agency for Toxic Substances and Disease Registry, 2009). All 
sixteen of these toxic PAHs have between two and six aromatic rings and molecular weights that 
range from 128-270 g/mol. The solubility of these PAHs range from insoluble to slightly soluble 
and the vapor pressures range from slightly volatile to non-volatile. The different molecular 
weights, solubilities and vapor pressures of these PAHs determine their respective fate and 




2.6 Identification and Quantification of Polycyclic Aromatic 
Hydrocarbons 
PAHs can be identified with different methodologies/instruments. One instrument that 
can be utilized for detecting PAHs is gas chromatography. In gas chromatography, the 
contamination must be transferred from its “original” phase (e.g. soil, sediment, water) to a 
volatile solvent; the original form can be solvated with methylene chloride, and then injected into 
a heated column where the sample volatizes. Traveling through the column in the gas phase, the 
different molecules are separated depending on their affinity to the column stationary phase. 
Following separation, the individual contaminants are quantified with appropriate detectors. This 
method is an accurate method of measuring and detecting PAHs.  
Another method for PAH detection is liquid chromatography. Liquid chromatography 
works by dissolving the particulate in a solvent, then injecting the liquid into the instrument for 
separation. The different molecules in the liquid travel at different velocities in the column, 
causing them to separate.  
A third method of testing is using rapid testing PAH indicator strips (DEUROLAB, 
2016). They are inexpensive, readily available, and quick at determining whether PAHs are 
present in the sample. However, the strips cannot indicate which PAHs are present or how much 




Chapter 3: Hypotheses 
Based on background research, we hypothesized that: 
1. There is a significant variation in the amount of polycyclic aromatic hydrocarbons 
(PAHs) in the particulate material that is dislodged from pavements treated with 
different rejuvenators. We suspected that the coal-tar-based rejuvenator would have 
more PAHs in detached material from the asphalt samples than those treated with 
asphalt-based rejuvenator or bio-based rejuvenator. 
2. Less particulate material is dislodged from the pavement samples applied with 
rejuvenators versus the pavement samples without any rejuvenator. 
3. The surfaces of the asphalt disks treated with rejuvenator and subjected to repeated 




Chapter 4: Objectives 
 The goal of this project was to evaluate different types of rejuvenators used for 
maintaining asphalt pavement. To address this goal, the following four specific objectives were 
completed: 
Objective 1: Use the Model Mobile Load Simulator apparatus to simulate the repeated 
contact of tires with pavement, and gather any particulate material detached from the surfaces.  
Objective 2: Perform chemical analysis for PAH compounds in the particulate material 
produced in the MMLS testing by extracting the contaminants from the particulate and analyzing 
the extract by gas chromatography. 
Objective 3: Compare the PAH concentrations in the particulate material produced in the 
MMLS testing for the different rejuvenators. Make recommendations based on the findings for 
the best course of action for future pavement treatment. 
Objective 4: Observe the effects of different rejuvenators on the pavement surface 




Chapter 5: Methodology 
5.1 Research and Supply Gathering 
After researching each type of rejuvenator, it was necessary to obtain samples of each 
type. Each rejuvenator could then be tested in the Model Mobile Load Simulator (MMLS) 
machine and a chemical analysis of the detached material from the pavements was conducted. 
Samples of bio-based, asphalt-based, and coal-tar-based rejuvenators were obtained. In addition, 
road scrapings were supplied from a community where a coal-tar-based product had been applied 
in North Carolina. The road scrapings were provided solely for chemical testing and were not 
tested like the other samples with the MMLS, but the same procedure for chemical testing was 
used on these scrapings as the ones obtained experimentally. It is important to note that the 
asphalt product used as a rejuvenator in this testing was a product that had the capabilities, 
ingredients, and characteristics of a typical asphalt-based rejuvenator. The product had other 
purposes and uses in addition to being a rejuvenator, but this was the closest we could obtain to 
an actual asphalt-based rejuvenator. 
5.2 Model Mobile Load Simulation 
 The goal of the Model Mobile Load Simulation (MMLS) test was to capture any material 
(particulate material) detached from pavement samples after different types of rejuvenator had 
been applied to them. The test was conducted using a Model Mobile Load Simulator (MMLS) 




Figure 2: Model Mobile Load Simulator. 
 
The MMLS testing machine has four tires that travel on a belt at various speeds, with 
adjustable force, contacting disks of asphalt pavement or other materials. Each asphalt disk was a 
4-inch-tall cylinder with a 6-inch diameter. To fit them into the machine, the disks were cut on 
two of the sides in parallel, resulting in a width of 4 inches (Figure 3). 
 
Figure 3: Photographs of the asphalt disks used in the MMLS. 
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  For each run, six asphalt disks were placed into the machine in designated spots. The 
space where the final three disks would go was left empty to capture detached material. 
Aluminum foil was used to collect this debris in the final section; the foil lined the bottom, sides 
and back of the section (Figure 4). 
 
Figure 4: MMLS with Six Disks and Aluminum Foil to Catch Detached Material. 
 
Four runs were conducted, one for each type of rejuvenator (bio-based, asphalt-based, 
and coal-tar-based) and a control (no rejuvenator). For the control test, the six asphalt disks were 
placed in the base of the machine after they had been cut to size. In the tests with rejuvenator-
applied disks, the specific type of rejuvenator was applied to the surfaces of six asphalt disks per 
manufacturer’s application rate. Using values from the specification sheets for each rejuvenator, 
the application rate was calculated so that the amount of rejuvenator applied to the surface of the 
disks was comparable to a typical application rate if the rejuvenator was used commercially. 
After calculating the application rate for each rejuvenator, the amount of rejuvenator specified 
per surface area of each disk was applied to the six disks using an automatic pipette. A spatula 
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was used to spread the rejuvenator over the surface of the disks to ensure that the rejuvenator 
was evenly coating the surface of the disk. 
  
Figure 5: Applying Rejuvenator to Asphalt Disks. 
 
 Next, the rejuvenator was allowed to cure for 48 hours. Subsequent to the curing step, 
the six disks and aluminum foil were put into the MMLS. The machine was operated for 24 
hours, with each tire completing a cycle approximately 81,000 times over the test period, about 
3,375 cycles per hour. At the end of the 24 hours, the machine was stopped and a small hand 
vacuum (Dirt Devil Quick Flip Cordless Hand Vacuum) was used to collect all the particulate 
matter that accumulated on the machine and on top of the disks. The aluminum foil was removed 
and the material there was also vacuumed up. After the experiment, the MMLS was cleaned to 
remove any excess debris that was not picked up by the vacuum and aluminum foil was replaced 
for each set of new disks. 
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5.3 Visual Analysis of Asphalt Disk Surfaces after MMLS Test 
 To qualitatively assess the performance of each rejuvenator on the surface of the asphalt 
disks after use, a visual comparison was done before and after the rejuvenator treated disks were 
run through the MMLS testing procedure. Photos of the disks were taken after the rejuvenator 
was applied to the disks and then again after the disks had gone through 24 hours in the MMLS 
machine. The visual comparison included looking at the amount of large debris that came off the 
disks, the total amount of debris that detached from the disks and the surface appearance of the 
disks. 
5.4 Particulate Material Sample Preparation 
Once all the particulate material generated in the test was collected, it was removed from 
the vacuum and weighed on an analytical balance. Next, the particulate material was combined 
with methylene chloride (Fisher Scientific, 99.999% pure) in a clean 200 mL volumetric glass 
flask. The detached material was weighed using an analytical balance and added to the 
volumetric flask, then methylene chloride was added until the flask was filled to the measuring 
line. The flask was then capped, inverted multiple times to begin mixing, and put into a 
sonication bath for 10 minutes to fully mix the solution. The solution was then transferred into a 
clean 250 mL beaker. Using 0.45 micrometer RC-membrane filters and 5 mL syringes with luer-
lok tips from Becton Dickinson, the solution was transferred into 1.5 mL vials for gas 
chromatography (GC) analysis. All waste was disposed of in hazardous waste containers. The 
glassware used and all parts of the vacuum were thoroughly cleaned using soap and water before 
the next experimental run. Purified water for rinsing was produced by a Thermo Scientific 7150 
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water purifying system. Before starting each run the glassware was rinsed with methylene 
chloride.  
5.5 Pure Rejuvenator Sample Preparation 
 In addition to testing particulate matter sample solutions in the gas chromatography (GC) 
machine, samples of bio-based, coal tar-based and asphalt-based rejuvenator were also prepared 
to analyze the GC response of these rejuvenators themselves. For each run, a clean 100 mL 
volumetric flask was rinsed with methylene chloride. 0.5 microliters of each rejuvenator was 
measured and pipetted into the flask with an automatic pipette. The flask was then filled to the 
100 mL line with methylene chloride and inverted multiple times to mix the rejuvenator with the 
methylene chloride. The solution was transferred into a clean 200 mL beaker to make 
transferring the solution into GC vials easier. A 5 mL syringe was used to fill 1.5 mL GC vials 
with the solution. The vials were capped and stored until they could be tested in the GC. 
5.6 Gas Chromatography Analysis 
Before running the experimental samples in the GC, PAH standards were prepared. Using 
a 1 mL vial of sixteen concentrated PAHs, (exact concentrations can be found in Appendix D), a 
serial dilution from PAH standard solution (Ultra Scientific) was conducted using methylene 
chloride to produce five increasing concentrations.  
Gas chromatography with an Agilent Technologies (6890 Series GC System) with flame 
ionization detector (FID) was utilized for chemical analysis to determine PAH concentrations in 
the extracted samples. The 1.5 mL sample vials, once prepared, were loaded into the sampler 
tray on the 7683 series Agilent Technologies autosampler unit. The GC oven was initially set to 
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35 oC for 4 minutes and temperature increased to 50 oC at a rate of 3 oC/minute. Then, the oven 
temperature was increased to 290 oC at a rate of 8 oC/minute and held at that temperature for 3 
minutes. The detector (FID) temperature was 300 oC. 2.0 µL of sample was injected. Helium was 
the carrier gas. A photo of the GC can be seen in Figure 6. 
 
Figure 6: Gas Chromatography Instrument. 
 
To find the concentrations of PAHs in the experimental samples, the GC response (peak 
area) for each sample (experimental data) was compared with the standard curves. Figure 7 




Figure 7: Example PAH Standards Chromatogram. 
 
A calibration curve was obtained with each concentration of the PAH standards 
represented, and all the experimental samples were calibrated to account for any variation in the 
GC. Once all the samples were calibrated, the amount of PAHs in each sample were compared to 
the relative weight of material that detached from the disks for each individual run. Using this 
information, ratios of PAHs present in the detached material for each type of rejuvenator were 







Chapter 6: Results and Discussion 
6.1 Visual Assessment 
When assessing the functionality and environmental impact of each rejuvenator, the first 
assessment was a visual one. After each run of the asphalt disks in the MMLS machine, a photo 
was taken of the disks in the machine and the foil that was placed there to collect any particulate. 
The photos were visually assessed to ascertain the amount of particulate that came off the disks. 
We performed two runs for the control on the MMLS machine. The first run had a significant 
amount of particulate come off of the asphalt disks. The second run had about half or less the 
amount of particulate visually as the first run and weighed 0.2259 g (Figure 8). The run for the 
control was conducted twice in the MMLS because accurate measurements of the weight of the 
particulate were not taken before the chemical analysis was conducted.  
 
Figure 8: Second Control Run. Left is a Photograph of the Pavement Samples Before MMLS. 
Middle Image is Particulate Detached During the Testing. Right is a Photograph of the 
Pavement Samples after MMLS. 
  
After the control tests, disks that had been coated with the asphalt-based rejuvenator were 
tested. This run produced less particulate than the first control run. The recorded weight of the 
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particulate from this test was 0.8315 g. The amount of particulate that came off of the disks 
during this run was much higher than the control. It did prevent some larger pieces on the surface 
of the asphalt disks from breaking off that would have come off of the disks without any 
rejuvenator but compared to the runs with the other two rejuvenators it was much less effective 
in keeping the disks from releasing dust and preventing larger pieces of the asphalt from 
breaking off of the disks.  
 
Figure 9: Asphalt-Based Rejuvenator Run. Left is a Photograph of the Pavement Samples 
Before MMLS. Right is a Photograph of the Pavement Samples after MMLS. 
 
 The disks coated with bio-based rejuvenator were run in the MMLS machine next. The 
disks coated with this rejuvenator had visually about the same amount of particulate as the 
second control run. This rejuvenator helped the surface of the disks remain intact better, unlike 
the asphalt-based rejuvenator. The weight of the particulate that was detached from the disks 
treated with the bio-based rejuvenator was 0.5559 g (Figure 10). This is slightly more than half 
the weight of the particulate that came off during the asphalt-based rejuvenator run. All in all, the 
bio-based rejuvenator worked well to keep the disk surfaces in good condition after being 
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subjected to large amounts of force and lessened the amount of particulate released from the 
disks compared with those not coated with rejuvenator or disks treated with the asphalt-based 
rejuvenator.  
 
Figure 10: Bio-Based Rejuvenator Run. Left is a Photograph of the Pavement Samples Before 
MMLS. Middle Image is Particulate Detached During the Testing. Right is a Photograph of 
the Pavement Samples after MMLS. 
 
 The last run was conducted with disks coated with coal-tar-based rejuvenator. The visual 
amount of the particulate that detached from the disks was comparable to the amount that was 
obtained from the second control run or the bio-based rejuvenator run. The detached particulate 
weight from the disks coated with coal-tar-based rejuvenator was 0.2458 g (Figure 11). This 
particulate weight is about half that of the bio-based rejuvenator run, and significantly less than 
the first control run’s particulate amount. This indicates that the coal-tar-based rejuvenator held 




Figure 11: Coal-Tar-Based Rejuvenator Run. Left is a Photograph of the Pavement Samples 
Before MMLS. Middle Image is Particulate Detached During the Testing. Right is a 
Photograph of the Pavement Samples after MMLS. 
 
 Based on visually assessing the rejuvenator performance (see photos in Figures 8, 9, 10 
and 11) and mass of particulate material released (Table 1), the coal-tar-based rejuvenator was 
the most effective at reducing the amount of particulate that was released from the asphalt disks 
during the testing. The bio-based rejuvenator allowed somewhat more material to be released 
from the surfaces, and the asphalt-based rejuvenator produced the greatest amount of detached 
material. 




Control 1 Unknown 
Control 2 0.2259 g 
Asphalt Binder 0.8315 g 
Bio-based 0.5559 g 
Coal-tar-based 0.2458 g 
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6.2 Analysis of Polycyclic Aromatic Hydrocarbons (PAHs) Present in 
Detached Material 
 To analyze and quantify the amount of PAHs in each sample, the contaminants associated 
with the particulate material that was released from the asphalt disks during the MMLS test was 
transferred into solutions using methylene chloride as a solvent according to the procedure 
outlined in the methodology chapter. The following figures show the concentration of PAHs 
present in each sample of particulate matter collected from each experimental run with units of 
mg PAH/kg particulate matter. There are also graphs that represent the total number of PAHs in 
each type of rejuvenator, a graph showing the mass of PAHs per unit area with units of mg 





Figure 12: Concentration of PAHs in Detached Particulate from All Rejuvenators and 
Control. 
 
A greater total concentration of PAHs was mobilized from the control than the asphalt-
based or bio-based rejuvenators. The results from the control indicated the asphalt disks 
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themselves had significant PAH levels which were present in detached material, and that the 
rejuvenators performance evaluation, in terms of PAHs mobilized, would have to be discussed 
with how the rejuvenators compared to the PAH concentrations for the control run.  
The bio-based rejuvenator performed well in terms of sum of the concentration of PAHs 
mobilized from the MMLS, as the sum of the concentration of PAHs was 928 mg/kg of sample 
lower than the control. When looking at the data in Figure 12, all the PAH levels were lower in 
the bio-based rejuvenator compared to the control except for acenaphthylene and the combined 
concentrations of benz[a]anthracene and chrysene. The sum of the concentration of 
benz[a]anthracene and chrysene in the bio-based rejuvenator are similar to the levels found in the 
asphalt-based rejuvenator. The concentration of acenaphthylene is considerably higher (54.8 mg 
per kg of sample) in the bio-based rejuvenator compared to the asphalt-based rejuvenator but is 
only 28.3 mg per kg of sample higher than the control.  
The asphalt-based rejuvenator had the lowest sum of the concentration of PAHs 
mobilized from the MMLS as the sum of the concentration of PAHs was 1,146 mg per kg of 
sample lower than the control. Looking at Figure 12, all the PAH levels were lower in the 
asphalt-based rejuvenator compared to the control except for the combined concentrations of 
benz[a]anthracene and chrysene. Since benz[a]anthracene and chrysene peaks overlapped in the 
chromatogram as a co-eluting peak in our method, the concentrations of benz[a]anthracene and 
chrysene cannot be individually determined. However, the combined total concentration for 
benz[a]anthracene and chrysene in the asphalt-based rejuvenator of 4.15 mg/kg of sample, which 
while a higher concentration, is not statistically greater than the control where no PAHs were 
detected in the samples. Additionally, the total sum of the concentration of PAHs mobilized from 
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the testing with the asphalt rejuvenator applied was 928 mg per kg of sample less than the 
control.  
 The coal-tar-based rejuvenator had the highest sum of the concentration of PAHs 
mobilized from the MMLS machine as the sum of the concentration of PAHs was 1930 mg per 
kg of sample higher than the control. This is alarming because not only is a high concentration of 
the coal-tar-based rejuvenator mobilizing from the disk, but because this is the only rejuvenator 
that fails to reduce the sum of the concentration mobilized from the disk during the tests. When 
comparing the coal-tar-based rejuvenator to the control, illustrated in Figure 12, there were three 
PAHs that the concentrations were lower than the control, benzo[a]pyrene, benzo[b]fluoranthene, 
and naphthalene. However, the concentrations of the PAHs were only slightly lower compared to 








 The graph above shows the total amount of PAHs found in each type of rejuvenator. All 
sixteen PAHs were added together to calculate the total concentration of PAHs. As seen in 
Figure 13, the trial with the coal-tar-based rejuvenator had the highest total amount of PAHs in 
the particulate matter that was released from the asphalt disks. The amount of PAHs in the coal-
tar-based rejuvenator material was almost ten times greater than the amount of PAHs found in 
the asphalt-based rejuvenator material. 
 
Figure 14: Mass of Detached PAHs per Area of Rejuvenator Application. 
 
Figure 14 shows the mass of PAHs detached per area. The calculations to find this 
information adjusted the data to normalize the amount of particulate material that detached from 
the asphalt disks, because each trial had a different amount of particulate material released. The 
values in this graph represent the mass of PAHs, in mg, that was released per m2. These values 
were calculated to definitively quantify which rejuvenator released the greatest PAH mass, as it 
takes both the concentration of PAHs and the mass of detached material into consideration. As 
seen in Figure 14, the control, asphalt-based rejuvenator and the bio-based rejuvenator all have 
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similar amounts of PAHs that would be released per surface area. The coal-tar-based rejuvenator 
resulted in over 10 mg of PAHs that were released per surface area, more than double the amount 
of PAHs released from any other rejuvenator.  
PAHs that are known carcinogens were separately reported in Figure 15. When 
comparing the asphalt-based, bio-based, and coal-tar-based rejuvenators to each other and the 
control, there are trends that appear when looking solely at the PAHs that are known 
carcinogens. These trends can be visualized in Figure 15.  
 
Figure 15: Concentration of Carcinogenic PAHs in Detached Particulate for All Tests. 
 
The coal-tar-based rejuvenator consistently resulted in elevated concentrations of the 
carcinogenic PAHs released from the pavement samples. The concentrations of the carcinogenic 
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PAHs in the material detached from the coal tar-treated samples are 2.5 to over 10 times greater 
than both the bio-based and asphalt-based rejuvenators. The control run tends to have similar 
concentrations as the samples treated with coal-tar-based rejuvenators except for indeno[1,2,3-
cd]pyrene & dibenz[a,h]anthracene; the coal-tar-based rejuvenator is slightly elevated in these 
compounds when compared to the control. The sum of the carcinogenic PAH concentrations in 
the coal-tar-based rejuvenator was 1010 mg per kg of sample, the sum of the carcinogenic PAH 
concentrations in the control was 814 mg per kg of sample, the bio-based rejuvenators sum was 
297 mg per kg of sample, and the asphalt-based rejuvenators sum was 186 mg per kg of sample. 
Both the asphalt-based and bio-based rejuvenators were able to reduce the sum of the 
carcinogenic PAHs mobilized from the tests by 627 mg per kg of sample and 516 mg per kg of 
sample respectably. The asphalt and bio-based rejuvenators were able to reduce the sum of 
carcinogenic PAHs in the detached material from the control because the rejuvenators reduced 
the amount of the material mobilized from the disk and because their chemical makeups contain 
lower levels of carcinogenic PAHs compared to the coal-tar-based rejuvenators. Lastly, an 
interesting trend from Figure 15 shows that every rejuvenator and the control run had 
indeno[1,2,3-cd]pyrene and dibenz[a,h]anthracene as the PAH with the highest concentration in 
the detached material for each test. 
6.3 Analysis of Pure Rejuvenator Samples 
 In addition to testing particulate material from asphalt disks treated with rejuvenators, GC 
analyses of pure rejuvenator samples were also done. The rejuvenators were diluted with 
methylene chloride and analysis of the samples was conducted in the same manner as the 
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particulate samples. Figure 16 shows the results for the concentrations of PAHs in the asphalt-
based, bio-based and coal-tar-based rejuvenators. 
 
Figure 16: PAH Concentrations in All Rejuvenators. 
  
The results show that the coal-tar-based rejuvenator had significantly greater amounts of 
PAHs than the bio-based rejuvenator or the asphalt-based rejuvenator. The asphalt-based 
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rejuvenator had the smallest concentration of PAHs overall as seen in Figure 16. The bio-based 
rejuvenator has a slightly greater concentration of PAHs than the asphalt-based rejuvenator, but 
the coal-tar-based rejuvenator had PAH concentrations that were much higher than those of the 
other two rejuvenators. The data from the coal-tar-based rejuvenator indicates that if particulate 
matter containing this rejuvenator was mobilized into the environment, it could have serious 
effects on public health and aquatic life. One of the PAHs that is known to be carcinogenic is 
benzo[b]fluoranthene. Based on the data shown in Figure 16, the bio-based rejuvenator has only 
47.8 mg PAH/ L solvent, the asphalt-based rejuvenator has 64.7 mg PAH/ L solvent, and the 
coal-tar-based rejuvenator has 11,000 mg PAH/L solvent. The concentration of 
benzo[b]fluoranthene alone in the coal tar rejuvenator is three orders of magnitude higher than in 
both the bio-based and asphalt-based rejuvenator.  
6.4 Comparisons with Other Data 
Our final assessment regarding the data was comparing them to past experiments. In 
April 2017, a senior project similar to ours was completed by students in the Civil & 
Environmental Engineering Department at WPI (MacDonald & Meyer, 2017). Like this project, 
they sought to test coal-tar-based pavement rejuvenators for PAHs. The main difference was that 
they collected their samples from road scrapings and material detached from roadways as 
opposed to in the laboratory setting using the MMLS machine. The 2017 project only collected 
samples from pavement treated with coal-tar-based pavement rejuvenators. 
In comparing the field data from 2017 from pavement surfaces treated with coal-tar-
based rejuvenators to our laboratory data from 2018 from the detached material from the MMLS 
run with the coal-tar-based rejuvenator, the main inference that can be drawn is that PAH 
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concentrations were for the most part greater in the 2017 field data. In terms of the carcinogenic 




Figure 17: Comparison of 2017 Coal-Tar-Based Rejuvenator Average PAH Concentrations 
and 2018 Coal-Tar-Based Rejuvenator Average PAH Concentrations. 
 
Reasons for the significant differences in PAH concentrations could have to do with the 
composition of the rejuvenator itself. Second, it could have something to do with the 
composition and age of the roadway. 
In addition to the particulate recovered from the MMLS runs, we also analyzed a road 
scraping that was sent to us from a road that has been treated with coal-tar-based rejuvenators in 
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North Carolina. This road sample was analyzed using GC analysis and compared to the field data 
from 2017, since both samples were road scrapings instead of the detached material from MMLS 
runs. The comparison can be seen below in Figure 18. 
 
 
Figure 18: Comparison of 2017 Coal-Tar-Based Rejuvenator Average PAH Concentrations 
and 2018 North Carolina Coal-Tar-Based Rejuvenator Average PAH Concentrations. 
 
The sample contained lower concentrations of PAHs than the road scrapings from last 
year’s project. However, both road scrapings did contain higher concentrations than the 




6.5 Limitations in Testing 
In the tests conducted, the conditions were carefully controlled. The MMLS machine ran 
for 24 hours for each test, with only dry tires in a constant loop. This test is not representative of 
every road or pavement surface in the United States. Different regions have different weather 
patterns every season, all of which affect the wear and tear on road surfaces. Since the tests 
conducted were in such a constant and controlled environment, any variation in performance due 
to weather or changes in conditions could not be observed. In future testing, a longer duration of 
testing would be recommended, on multiple different pavement surfaces that are exposed to 





Chapter 7: Conclusions and Recommendations 
7.1 Overall Conclusions 
 The potential for mobilization of PAHs in each type of rejuvenator was determined by 
testing rejuvenator treated pavement samples in the MMLS testing machine and collecting the 
detached particulate matter for gas chromatography analysis. A visual assessment of the asphalt 
sample surfaces after the MMLS testing was also conducted to observe how effective each type 
of rejuvenator was at accomplishing the goals of a rejuvenator: reviving the pavement surface 
and minimizing surface damage and cracking. The results showed that the bio-based rejuvenator 
performed the best in terms of the combination of least PAHs present in the particulate gathered 
from the pavement surface and the appearance of the asphalt surfaces after the MMLS test. The 
bio-based rejuvenator had a minimal amount of particulate detached from the pavement samples, 
and after the test, the surfaces did not appear as worn down as the control tests.  
The particulate detached from the asphalt-based rejuvenator was low in PAH 
concentration, but more particulate was detached than in any other test. This shows that this 
particular asphalt product did not perform as well as a rejuvenator when compared to the bio-
based and coal-tar-based products. The asphalt-based rejuvenator that was used in testing was a 
product that had the characteristics of a rejuvenator, but that was not the product’s sole purpose. 
An asphalt-based rejuvenator intended only for being a rejuvenator could not be obtained for 
testing, so the asphalt product that we used was the best option for the tests that we conducted. In 
future testing, we recommend obtaining a product that is solely used as a rejuvenator.  
The coal-tar-based product performed well in the visual assessment and served its 
intended purpose as a rejuvenator in our qualitative evaluation, but the amount of PAHs 
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mobilized during MMLS testing was higher than for the other tests. In the visual assessment, the 
disks treated with the coal-tar-based rejuvenator looked the best after testing and produced the 
least amount of detached particulate matter after the MMLS test. The coal-tar-based rejuvenator 
test exhibited the greatest amount of PAHs mobilized of any of the tests conducted. For this 
reason, we do not recommend the use of coal-tar-based pavement rejuvenators. The particulate 
matter that could be produced from pavement treated with coal tar rejuvenators and mobilized 
into the environment would contain these PAHs. Therefore, the potential exists for releasing 
PAHs into the environment in areas close to where these rejuvenators are applied. A suggested 
alternative to the coal-tar-based products would be using the bio-based or asphalt-based 
products, because both of these options had fewer PAHs in their particulate matter than the coal-
tar-based, or even the control sample.  
7.2 Recommendations 
As mentioned in the previous section, we do not recommend the use of coal-tar-based 
products on pavement surfaces because the PAHs found in the rejuvenator can be mobilized into 
the environment. Instead of using coal-tar-based products, we recommend the use of bio-based 
or asphalt-based products, because they reduced the amount of PAHs that were mobilized in our 
MMLS testing. They also perform similarly to the coal-tar-based products in terms of the 
purpose of a pavement rejuvenator, that is to restore components in the pavement that preserve 
flexibility. No significant difference in the visual analysis of the bio-based rejuvenator versus the 
coal-tar-based rejuvenator was observed, so similar results should be expected while using a 
product that is more environmentally friendly. We would especially not recommend using coal-
tar-based products in the northern United States, or other areas that receive lots of precipitation 
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because we believe that the weather would mobilize the PAHs at a higher rate due to rainfall, 
snowfall, abrasion from snow plows moving the snow and scraping against the road and sand or 
ice-melt. We hypothesize that these factors would cause faster and greater mobilization of the 
particulate containing PAHs, but we would recommend further testing to evaluate this 
hypothesis.  
As a way of managing PAH exposure, we have considered a method of containment of 
PAHs if coal-tar-based rejuvenators have been applied to a road. To prevent the PAHs from 
moving into the environment via the particulate matter that would be released from road use, we 
propose a two-layer solution. First, a robust paint can be applied to the road surface that has 
already been treated with the rejuvenator. After this paint has been applied to the treated 
pavement surface, the road can be resealed with a new layer of asphalt. Once the pavement 
surface is worn down enough to expose the paint underneath the top asphalt layer, parties 
responsible for roadway maintenance would know when to replace or reseal the top asphalt 
layer. This should prevent the coal tar treated pavement located underneath the paint from 
becoming exposed and releasing PAHs into the environment. Other treatment methods we would 
recommend include using catch basins to capture the particulate matter that would go into runoff 
from rainwater or placing bioretention basins near water sources to filter out PAHs.  
7.3 Design of Pavement Rejuvenator Scheme: Two Rejuvenation 
Coating Layers 
To treat pavement surfaces that have been treated with coal-tar-based rejuvenators, a 
design was developed for a containment method involving road paint and covering the affected 
surface with a sealant on top of the paint. This method would entail applying colored road paint 
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to the entirety of the affected surface. After the paint is applied to the pavement surface, the road 
could be repaved over the paint layer. As the repaved asphalt surface wears down as the road is 
used, the paint will be exposed. The application would both prevent particulate material 
containing the coal-tar-based rejuvenator from mobilizing into the environment, and the paint 
would act as an indicator to show when the asphalt layer would need to be reapplied to further 
prevent the mobilization of PAHs. Figure 19 shows a simple sketch of the proposed design.  
 
Figure 19: Sketch of Proposed Containment Design, Cross-Section View (Top) and Side-




Two types of road paint were researched for this method: standard road paint and 
thermoplastic paint. Standard road paint is the cheaper option; however, it is only estimated to 
last on frequently used roads for one year. (Federal Highway Administration (FHA), 2005) This 
estimate takes into consideration the weather elements and how that affects the lifespan of the 
road paint, but in this design, the paint will be covered by another asphalt surface. Thermoplastic 
road paints are more expensive than standard road paint, however, thermoplastic paint has an 
average lifespan of three years compared to standard road paint’s one year. (FHA, 2005) Even 
though these lifespan estimates are based off of the paints being exposed to weather conditions, 
we believe that this is still a valid parameter for evaluation for these two paints. After calculating 
the application costs of both types of paint, it was determined that standard road paint, although 
it has a shorter lifespan, would be the better choice for this situation as it costs less and does not 
need to hold up in weather conditions. The cost was calculated based on the surface area of road 
being painted and the amount of times the paint would have to be redone within a span of 10 
years. Calculations for the application costs can be found in Appendix C. 
 The application of the paint would be done systematically based on the specific site 
location. In towns where coal-tar-based rejuvenators were used, high traffic areas would need to 
be assessed to determine where monitoring points could be. The monitoring points would be 
areas where this containment method is used, meaning that small portions of the pavement 
surface that are frequently used could represent the entire pavement surface, so paint does not 
have to be applied to every area that was treated with a coal-tar-based rejuvenator. These 
monitoring points should be areas in the pavement that would be worn down before the rest of 
pavement surface. Therefore, when the paint is exposed at one of the monitoring points, that 
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would serve as an indicator that repaving is necessary because the top layer of pavement has 
been worn down. 
 We recommend that monitoring points for highways should be about a quarter of a mile 
near on ramps and off ramps to the highway, and on long stretches of highway with no exits. 
This would provide a large amount of sample values at high priority locations. In neighborhoods 
and smaller communities, we recommend placing more monitoring points than those on the 
highway, but the monitoring points would not need to be as wide as monitoring points on the 
highway. Varying the monitoring points depending on the traffic in the neighborhood would 
ensure an accurate representation of wear on the roads in the area. Since road use in different 
communities can vary greatly, the local government would need to decide the best location for 
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Appendix A: PAH information 
The following contains information about the sixteen different PAHs the gas chromatography 
analysis looked for:  
 
Naphthalene 












































































































Appendix B: Raw Data 
Data Tables for GC Analyses of Rejuvenators 
 
  Area Area Area Area Area  g/200 mL 




































































































































































on Avg g/L 































































































































7 0.00010176 9.01E-05 
33.45 
benz{a]anthracen





































































































































































































































































































































































































































































































































































64 40.7105 0.00065349 




















Length of MMLS Runs/Axle Count on Machine from Run to Run 
 
  x10 axles x10 axles x10 axles 
Run's Start date Start cycle End Cycle 
Cycle 
difference 
Constant 1 11/17/2017 1:26 PM 2624679 2632552 7873 
Constant 2 11/29/2017 3:19 PM 2632552 2640657 8105 
Asphalt-based 12/14/2017 12:49 AM 2640657 2648764 8107 
Bio-based  2/3/2018 4:50 PM 2656900 2664997 8097 






Appendix C: Experimental Calculations 


















over 10 Years 
(per unit) 
AVG Cost per 
Year (per unit) 
Fluorescent 
Thermoplastic 
2 0.889 0.2 5.445 0.5445 
Nonfluorescent 
Paint 





Appendix D: Supplemental Product Information 





Appendix E: Additional Photos 
  
 
 72 
 
 
  
 
 73 
 
 
 
 74 
 
 
 
 
 
